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VA Route 2 
The VA Route 2 corridor travels through the City of Fredericksburg, Spotsylvania 

County, and Caroline County in the GW Region. The northern terminus of the VA 

Route 2 corridor for the purposes of this effort is VA Route 3, just within the City of 

Fredericksburg. The southern terminus of the corridor under study is U.S. Route 301. 

This corridor has been split into two sub-corridors, one north of U.S. Route 17 and 

one south of U.S. Route 17.   

 

The first sub-corridor travels between VA Route 3 in the City of Fredericksburg and 

U.S. Route 17 (Mills Drive) in Spotsylvania County. The roadway remains a two-lane 

highway with turn lanes at multiple locations throughout this sub-corridor. It is a 

mostly suburban section with access to multiple residential, commercial and 

industrial developments. 

 

The second sub-corridor for VA Route 2 is the section between U.S Route 17 and U.S. 

Route 301 in Bowling Green.  This sub-corridor is almost entirely rural in nature, and 

the roadway is a two-lane section throughout with turn lanes at some locations.  

 

Transit Ridership 

There is only one bus route that travels along a portion of this corridor. FRED Route 

C1, which serves Caroline County. The table below provides information about the 

2013 ridership for this route. 

 

Route 

2013 

Annual 

Ridership 

Average 

Monthly 

Ridership 

Average 

Daily 

Ridership 

FRED C1 6,603 550 18 

 

Planned and Programmed Improvement Projects 

Figure 18 shows the two planned projects for the VA Route 2 corridor, which will 

result in a continuous widening of the mainline for the entire corridor.  

 

Sub-Corridor 1 – VA Route 3 to U.S. Route 17 

Miles per Hour under Speed Limit  

Figure 19 does not reveal travel speeds lower than the posted speed limit.  

Volume to Capacity Ratio 

As shown in Figure 20, this sub-corridor has V/C ratio values all below 0.8.  
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Crash Rate 

The statewide average crash rate for this type of roadway is approximately 130 

crashes per million vehicle miles traveled. Therefore, the orange and red road 

segments shown in Figure 21 represent areas of concern from a crash rate 

perspective.   There are three small areas where the crash rate reaches these levels:  1) 

close to the City limits, 2) near the intersections with Jim Morris Road and Gerber 

Drive, and 3) at the intersection with U.S. Route 17. 

Sub-Corridor 2 – U.S. Route 17 and U.S. Route 301 

Miles per Hour under Speed Limit  

Other than a southbound segment south of U.S. Route 17, Figure 19 does not reveal 

travel speeds lower than the posted speed limit.  

Volume to Capacity Ratio 

As shown in Figure 20, this sub-corridor has V/C ratio values all below 0.8.  

Crash Rate 

There are only two spot locations within this sub-corridor that show crash rates 

greater than 200 crashes per 100 million vehicle miles traveled.  Both locations are in 

Bowling Green at the intersections of VA Route 2 with Old Farm Lane and E. 

Broaddus Avenue. 
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Figure 18 – VA Route 2 Corridor Planned and Programmed Projects 
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Figure 19 – VA Route 2 Travel Speeds 
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Figure 20 – VA Route 2 Volume to Capacity Ratios 
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Figure 21 – VA Route 2 Crash Rates 

 

  


